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RULES AND REGULATIONS FOR THE CONSTRUCTION AND 
CLASSIFICATION OF SHIPS FOR THE CARRIAGE OF LIQUEFIED 
GASES IN BULK, July 2010 


Notice No. 1 


This Notice contains amendments within the following Sections of the Rules and Regulations for the Construction of 
Ships for the Carriage of Liquefied Gases in Bulk, July 2010. The amendments are effective on the dates shown: 


Chapter Section Effective date 
LR III 4,5, 6,7 1 July 2011 
5 2 1 July 2011 
7 1 1 July 2011 
8 2 1 July 2011 
10 1 1 July 2011 
15 1,2 1 July 2011 
18 1 1 July 2011 


The Rules and Regulations for the Construction and Classification of Ships for the Carriage of Liquefied Gases in Bulk, 
July 2010 are to be read in conjunction with this Notice No. 1. The status of the Rules is now: 


Rules for Ships for Liquefied Gases Effective date: July 2010 
Notice No. 1 Effective date: 1 July 2011 


All text which does not appear in the IGC Code is prefixed by ‘LR’ and thick vertical lines (see LR II.3) 


Chapter LR III & Chapter 5 


Chapter LR III 
Classification, Class Notations and Descriptive Notes 


Effective date 1 July 2011 


LR Ill.4 Class notation (allowable pressure build up) 
LR Il1.4.1 The class notation APBU (maximum duration in 
days) will be assigned when the notation (design) vapour 
pressure allows the cargo to warm up during the duration of 
the voyage with the purpose of containing the boil-off gas 
(BOG) within the cargo tanks during normal operations. The 
insulation and the allowable maximum vapour pressure will be 
considered when determining the maximum voyage length at 
the ambient design temperatures stated in Ch 7,7.1.2. The 
given duration of voyage is to have a suitable margin, for the 
operating time and temperatures involved, which is to be 
acceptable to the Administration, see Ch 7,7.1.1.3. The 
design vapour pressure will be no greater than permitted by 
the definitions of containment systems in Ch 4,4.2. 
Compliance with paragraphs LR 7.1-02, LR 15.1-02, LR 
15.2-01, and LR 18.1-01 is required. 


ERHL4 LRIIL.5 Structural Design Assessment 
notation - SDA 


Existing paragraph LR lll.4.1 has been renumbered LR Ill.5.1. 


ERS LR III.6 Fatigue Design Assessment - 
D ipti te- ShipRicht FDA 


ER-HŁ-5-4 LR Ill.6.1 ShipRight FDA and ShipRight FDA 
plus(years,WW). Fhis—deserptive-rete These notations 
(Fatigue Design Assessment) will be assigned when an 
appraisal has been made of the fatigue performance of the 
structure in accordance with an agreed procedure between 
the Builder, Owner and Lloyd's Register, if requested by the 
Owner. 


ER-HL6 LR III.7 Construction monitoring — Descriptive 
note ShipRight CM 


ER-H.6-4 LR III.7.1 ShipRight CM. This deseHstve-rete 
notation (Construction Monitoring) complements the Fatigue 
Design Assessment in ERHhS LR III.6 and will be assigned 
when the controls in construction tolerances have been 
applied and verified, if requested by the Owner. 


ER4HL7 LR III.8 Types of tank 


Existing paragraph LR Ill.7.1 has been renumbered LR Ill.8.1. 


Chapter 5 
Process Pressure Vessels and Liquid, Vapour and Pressure Piping Systems 


Effective date 1 July 2011 
5.2 Cargo and process piping 
5.2.1 General 


Rata 5-2-02 ce side re ce Be gvo toa olaxatio 


Existing paragraphs LR 5.2.03 and LR 5.2.04 have been 
renumbered LR 5.2.02 and LR 5.2.03. 


Chapter 7 
Cargo Pressure/Temperature Control 


Effective date 1 July 2011 
Fad General 


LR 7.1-02 Where the APBU notation is to be assigned, 
the documentation listed in LR IV is to be submitted to 
allow verification of both the heat leakage calculations and 
proposed maximum voyage duration. The information 
submitted is to include the maximum allowable 
temperature upon termination of loading and isolation of 
the vapour return. 


LR 7.1-03 Filling limits of cargo tanks are to be in 
accordance with the relevant requirements of Chapter 15. 
If cargo vapour pressure/temperature control as per 
Chapter 7 is provided, then dual-setting pressure relief 


valves may be installed and filling limits calculated 
accordingly. 


Existing paragraphs LR 7.1.02 and LR 7.1.03 have been 
renumbered LR 7.1.04 and LR 7.1.05. 


Chapter 8 
Cargo Tank Vent Systems 


Effective date 1 July 2011 

8.2 Pressure relief systems 
LR 8.2-01 Where the APBU notation is to be assigned, 
the details of the method and means of achieving 


equalisation between the interbarrier space and cargo tank 
are to be submitted. 


Existing paragraphs LR 8.2.01 and LR 8.2.02 have been 
renumbered LR 8.2.02 and LR 8.2.03. 


Chapter 10 
Electrical Installations 


Effective date 1 July 2011 
10.1 General 
LR10.1-05 The emergency source of electrical power 


is also to remain operable under the conditions described 
in Ch 2,2.9 Survival requirements. 


Chapters 7, 8 & 10 


Chapters 15 & 18 


Chapter 15 
Filling Limits for Cargo Tanks 


Effective date 1 July 2011 
15.1 General 


LR 15.1-02 Where the APBU notation is to be assigned, 
the requirements of 15.1.4.1 are applicable. 


Existing paragraphs LR 15.1.02 and LR 15.1.03 have been 
renumbered LR 15.1.03 and LR 15.1.04. 


15.2 Information to be provided to the master 


LR 15.2-01 Where the APBU notation is to be assigned, 
the requirements of 15.2 are to be provided for the 
reference temperature stated in 15.1.4.1. 


Chapter 18 
Operating Requirements 


Effective date 1 July 2011 
18.1 Cargo information 


LR 18.1-01 For membrane LNG tankers where the 
APBU notation is to be assigned, the following emergency 
procedure is to be provided. When a gas leak is detected in 
the interbarrier space, a suitable emergency procedure is to 
be instigated to equalise the pressure between the 
interbarrier space and cargo tank to prevent the possibility of 
liquid LNG being discharged through the vent mast. Where 
the vent mast is of sufficient height that LNG cannot be 
vented due to the design head of the cargo tank, then means 
of equalisation may be omitted. Details of the procedure for 
achieving equalisation are to be submitted. 


Section numbering in brackets reflects any Section 
renumbering necessitated by any of the Notices that update 
the current version of the Rules and Regulations for the 
Construction and Classification of Ships for the Carriage of 
Liquefied Gases in Bulk. 


Chapter 3 
LR3.9-02 Reference LR Ill.4 now reads LR Ill.5 
LR3.9-09 Reference LR Ill.4 now reads LR Ill.5 
Chapter 4 
LR4.4-02 Reference LR Ill.4 now reads LR Ill.5 


LR4.6-02 Reference LR Ill.4 now reads LR Ill.5 
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